
CALIFORNIA REGIONAL WATER QUALITY CONTROL OOARD
SAN FRANCISCO BAY REGION

ORDER NO. 88-052

NPDES NO. CA 0029335

WAS'IE DISCHARGE REQUIREMENTS FOR:

DESOIO, INCORFORA'IED
CHEMICAL COATINGS DIVISION
BERKELEY
AIAMEDA COUNTY

The California Regional water Quality Control Board, San Francisco Bay
Region, (hereinafter called the Board) finds that:

1. Desoto, Inc., Chemical Coatings Division, hereinafter called the
discharger, by application dated December 30, 1987, has applied for
issuance of waste discharge requirements and a permit to discharge
waste under the National Pollutant Discharge Elimination System
(NPDES) .

2. The discharger owns and operates a resin and paint manufacturing
facility at 1608 Fourth Street in the city of Berkeley, Alameda
County. A wide variety of products are made at the facility including
latex emulsions, latex paints, and aerospace and industrial coatings.
See Attachment A.

3. The discharger has been involved with groundwater investigations at
this facility since 1982 due to an underground tank leak. During an
underground leaking tank investigation, the discharger discovered both
a free solvent and dissolved solvent plume in the groundwater beneath
their facility. As of February 1988, the discharger has not defined
the full lateral and vertical extent of groundwater pollution at the
facility.

4. As of February 1988, stUdies indicated that the groundwater pollution
extended vertically to at least a depth of 10 feet. These studies
detected various industrial solvents, inclUding benzene, xylene, ethyl
benzene and toluene, in groundwater beneath the facility. The
discharger seeks to cleanup and prevent the further migration of
groundwater pollutants by groundwater extraction and treatment.

5. The discharger proposes to use a groundwater extraction trench on-site
that intercepts and collects polluted groundwater, then treat the
water using an air stripper system prior to polishing with a carbon
adsorption unit.

6. waste 002, as defined in the NPDES application, will consist of up to
28,800 gallons per day (gpd) of groundwater which will be treated as
stated in Finding 5 prior to discharge to a City of Berkeley storm
drain, a tributary to Central San Francisco Bay.
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